
High-Security Call Station
Cat. 4313

Description
The Jeron Cat. 4313 High-Security
Call Station is used in parking
garages, elevators, correctional
facilities, institutions, and secured
entryways to provide single button
call and duplex voice communica-
tion.

Features
11-gauge stainless steel faceplate
Tamper-resistant call button and 
speaker
Hands-free duplex loudspeaking
LED lights steadily to indicate call 
placed and flashes to indicate 
audio connection (4313/02)
Remotely controlled contacts for
gate/door activation
Indoor or outdoor use

Operation
Depressing a single call button will
place a call to any prepro-
grammed station in the system.
Built-in relay contacts may be acti-
vated from the connected master
station for door or camera control.
The panel speaker and electret

(14.0 x 19.0 x 7.6 cm)

Faceplate:

Thickness: 11 gauge,
0.125 in. (3.175 mm)
Material: stainless steel

Mounting
Flush: Steel City 3G 3-gang or
GW-335-C masonry type or equal
Surface: Jeron Cat. 4317 Surface
box

Call Button:

Momentary contact, tamper-resistant
with metal activator and body

LED Indicator (4313/02 only): Call-
placed/audio connection (red)

Amplifier Output: 1.0W

Speaker: Size: 2.5 in.
Impedance: 45 Ohm

Microphone: Electret

Volume Control: 30 dB 10 steps,
remote

Operating Voltage:
Voltage: 24 VDC nominal
Current:
Idle: 0.025A
Connected: 0.065A

Line Specifications:

Attenuation: 24 dB @ 160 kb/s
Loop Resistance: 170 Ohm
Distance: 1.2 mi. (2 km)
Cable: one twisted pair, non-shield-
ed

Relay Contact Rating: 5 A @ 24V

Termination:
Plug-in screw terminal, non-polar

Standards Compliance:
Overvoltage and Current:
CCITT K20 and BELLCORE 
TR-NW000974

microphone provide hands-free
duplex communication and a digi-
tal signal processor automatically
adjusts the volume levels to com-
pensate for acoustically difficult
locations. The indicator LED (4313/02
only) lights steadily to indicate call
placement and flashes to indicate
an active audio connection.

Equipment
The 4313 High-Security Call Station
faceplate is constructed of 11-
gauge stainless steel and furnished
with a tamper resistant call switch
and tamper-proof mounting fasten-
ers. An internal steel baffle protects
the moisture-resistant speaker
against tampering. The 4313/02 is
equipped with an indicator LED that
lights steadily to indicate call place-
ment and flashes to indicate an
active audio connection. The 4313
may be programmed for call desti-
nation and volume level from any
master station in the system.

Technical Data
Dimensions (H x W x D):
5.5 x 7.5 x 3.0 in
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